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3101 Fryman Rd Studio City, 91604

CLIENT PRESENT:  The client was not present
DATE OF INSPECTION: October 14, 2026 

Use of this report asserts that the Inspection Contract has been accepted and agreed to by
the client (whether or not it has been signed) and that the limitations section has been
read, understood and also agreed.

The goal of this inspection is to render an opinion as to the condition of the fireplace/s

and chimney/s, based on available access. No destructive testing is performed.

This is not a code compliance inspection. The inspectors opinion may be that a
particular "violation" may not require a repair for the safe operation of the system/s.

The information contained within this report is for the sole benefit of the client indicated
in this report and its use is not transferable.
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The following have been exclusively prepared for:

Ryan O'Rourke  at 3101 Fryman Rd Studio City, 91604

POTENTIAL COSTS

Considering the scope and visual limitations of this inspection, the estimated cost of the
recommended fireplace repairs could range from $3,000 to $4,000 

NOTE: Access to the chase and attic areas was not available. Furthermore, many system
components are concealed by finish materials and are excluded from the scope of this
inspection. 

Please be advised that additional issues may be discovered during the repair process,
which will require correction at an additional cost.

POTENTIAL COST EXCLUSIONS:  Specific exclusions include (but are not limited to)
the following:

-Utility Work: Repairs or replacement to the gas line system. Relocation of the satellite
dish/s.

RECOMMENDATIONS

Before the fireplaces are operated the following recommendations should be
performed.

EXTERIOR FIREPLACE UNIT
CHIMNEY
--EXTERIOR MASONRY : 
It is recommended to modify the top of the chimney so that the crown properly slopes away
from the flue opening.
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FIREPLACE
--APPLIANCE/MEDIA: 
All dry vegetation within the firebox. should be removed.

The gas logs should be correctly stacked, so that the gas can burn properly.

--SCREEN: 
A proper screen should be placed or installed at the firebox opening.

--SURROUND: 
It is recommended that you move the TV higher or protect it from the firebox heat.

LIVING ROOM FIREPLACE UNIT
CHIMNEY
--VEGETATION/OBJECTS: 
The Satellite Dish should be properly be relocated.

--CHASE EXTERIOR: 
It is recommended to remove the chase cover and properly install the spacers (which will
allow for proper venting of the chase) and ensure a proper space between the outer rim of
the chase and the chase cover. 

--ATTIC AND CHASE INTERIOR: 
During the repairs, the inside of the chase should be fully evaluated and any additional
errors discovered should be corrected as applicable.

FIREPLACE
--DAMPER: 
A proper clamp should be installed on the damper so that it is locked in a fully open
position.

--GAS LINE: 
The gas line penetration within the firebox should be sealed with a proper fire rated
material.  

The flexible gas line should be replaced with an approved gas line. 

--LOG GRATE: 
The log grate should be attached to the clips at the back of the fireplace.
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ADDITIONAL

MAINTENANCE: It is recommended to fully evaluate the systems after any
seismic activity and clean them yearly as applicable. 

FOLLOW-UP INSPECTION: To help ensure that repairs have been appropriately
completed a full evaluation should be performed by a qualified inspector, after all the
recommended corrections have been completed.

THREE BIDS: It is recommended that three bids be obtained by qualified
contractors before the end of inspection contingencies, to help ensure that the actual
cost of repairs are fully known.

RECOMMENDATIONS: The above recommendations are given based on
available access and ability to inspect. Recommendations that are given for roof,
drainage, gas lines and any other components that are not specifically part of the
fireplace system are given as a courtesy and does not assert an inspection of that item
either in part or full.

POTENTIAL COSTS: Potential costs given do not include repairs needed that are
not specifically part of the fireplace/chimney system/s, such as roof repairs, painting,
mantle/surround modifications, finish surfaces, tree trimming, moisture related issues,
drainage and etc.  Any potential costs given assume that the repairs will be performed
by a qualified contractor.

Potential costs are based on discoveries at the time of inspection (of accessible areas
only) and cannot foresee additional repairs needed that are determined after further
evaluation, obtained access or during repairs, such as in the case where chase or attic
areas were not accessed (it can be expected that the final cost will increase from what
was expected).
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DIAGRAM
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EXTERIOR FIREPLACE UNIT

CHIMNEY

 

MASONRY CHIMNEY TYPE:
This is apparently a steel reinforced masonry structure.

SPARK ARRESTER/CAP:
SERVICEABLE.

NOTE: A proper spark arrester with rain cap is
installed.

MASONRY CHIMNEY CONDITION:
SERVICEABLE.

NOTE: The chimney did not move when pressure was applied. In my opinion, the chimney is not
currently compromised structurally.

No predictions or guarantees can be given regarding the ability of this masonry structure to withstand
the effects of the forces of nature. Future seismic activity cannot be predicted.
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EXTERIOR MASONRY CONDITION:
NEEDS ATTENTION. The concrete crown is flat
instead of sloping away from the flue. 

NOTE. This allows rain water to pool and dry leaves to
stay at the top of the structure.

FLUE TYPE:
The interior of the flue is lined with clay tiles.

MASONRY FLUE CONDITION:
SERVICEABLE. 

NOTE. In my opinion the visual inspection of the flue showed no signs of damage or defects.

FIREPLACE
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FIREPLACE TYPE:
This is a masonry wood burning fireplace.  

This fireplace is set up for gas burning and it has a gas
log set installed.

DAMPER:
NOTE: There is no damper installed. This is not necessarily a requirement for this fireplace but a
damper installation can help with energy conservation when the fireplace is not in use.

SMOKE CHAMBER:
SERVICEABLE. 

NOTE. There has been an added mortar coating along
the smoke chamber surfaces. The visual inspection of
the smoke chamber showed no signs of damage or
defects.

MASONRY FIREBOX:
SERVICEABLE.

NOTE: The fireplace was visually found to be without
significant defects.

APPLIANCE/MEDIA:
NEEDS ATTENTION. The gas logs are incorrectly
stacked.

NOTE. This will prevent the gas to burn properly.
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ADDITIONALLY. There is dry vegetation within
the firebox.

GAS LINE:
PRESENT.

NOTE: It is not part of this inspection to test for gas
leaks nor to determine whether or not the gas line
system has been installed correctly. Refer to a qualified
plumber or the gas company for more information
and/or further evaluation. This is fully outside our scope.

Determining whether or not the gas flow from the gas
line is adequate is also beyond this inspection.

GAS VALVE:
SERVICEABLE.

NOTE: The gas valve was operated to determine
whether or not gas exits the gas line. It was turned on
and then off.

SCREEN:
FIRE SAFETY RISK. There is no screen at the
fireplace opening.
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SURROUND:
NEEDS ATTENTION. The TV is close to the
fireplace opening and exposed to some heat.

HEARTH EXTENSION:
PRESENT.

NOTE: It is beyond this inspection to determine the
type of construction that supports the hearth extension
nor to determine whether or not the hearth extension is
adequately constructed to provide proper heat
protection, such as a correct thickness in materials.
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LIVING ROOM FIREPLACE UNIT

CHIMNEY

 

METAL CHIMNEY TYPE:
This is a prefabricated metal chimney system within a
chase or enclosure, designed for a specific fireplace.

RELATIONSHIP TO THE STRUCTURE:
This is a one story fireplace/chimney system.

VEGETATION/OBJECTS:
FIRE SAFETY RISK. There are satellite dishes
attached to the chase and is close to the
termination/s.  

NOTE. Generally, objects or attachments should not be
present close to terminations.
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DECORATIVE SHROUD/COVER:
PRESENT

NOTE: A decorative shroud cover has been placed at
the top of the chase. I am unable to determine whether
or not this shroud has been approved by the chimney
manufacturer. In my opinion, this appears to be
workable.

TERMINATION CAP:
SERVICEABLE.

NOTE: This appears to be the factory made, approved
termination cap.

CHASE EXTERIOR:
FIRE SAFETY RISK. There is no proper ventilation
gap around and under the chase cover to provide
ventilation for the chase.

ATTIC AND CHASE INTERIOR:
PRESENT.

NOTE. The inside of the chase was not inspected at this time due to lack of access. In this case
access would require destructive testing or relocation of items which is beyond this inspection.  This is
not uncommon and prevents observation of firestops, clearances to combustibles, proper strapping,
pipe connections and etc.  

Any information given regarding the inside of the chase are given on a limited basis and do not infer
that there are no other errors in installation of the chimney/chase and that there are no other errors that
would be visible if given full access.

METAL CHIMNEY CONDITION:
PRESENT.
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NOTE. The outer wall of the chimney is not visible. Determining its condition in relation to
inaccessible areas is beyond this inspection.

FLUE TYPE:
The interior of the flue is metal.

METAL FLUE CONDITION:
SERVICEABLE. 

NOTE. In my opinion the video inspection of the flue showed no signs of damage or defects.

ROOF/FLASHINGS:
NOTE: Roof and flashings are not part of this
inspection. Any information that is given as a courtesy.
Consult a qualified flashing or roofing specialist for
more information with regards to water barriers and
potential moisture intrusion issues.

FIREPLACE

 

FIREPLACE TYPE:
This is a prefabricated, wood burning fireplace.
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DAMPER:
FIRE SAFETY RISK. The fireplace is set up for gas
burning and the damper does not have a clamp or
other means to lock it in the fully open position.

BRAND:
SUPERIOR:TM-4500

PREFABRICATED FIREBOX:
PRESENT.

NOTE: This fireplace system is located within a framed chase and it could not be verified whether or
not there are foreign materials on top of the firebox. Due to a lack of access, I am unable to verify
whether or not appropriate clearances to combustibles and building materials have been obtained, as
well as other common installation errors. There may or may not be issues with the installation that
cannot be observed at this time.

APPLIANCE/MEDIA:
SERVICEABLE.

NOTE: The gas logs are in good condition and
apparently properly set up.
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GAS LINE:
FIRE SAFETY RISK. The gas line into the fireplace
does not have a proper fireproof seal where it enters
the firebox. 

ADDITIONALLY.  Older flexible gas connector is
exposed within the fireplace firebox. 

NOTE. It is not part of this inspection to test for gas
leaks nor to determine whether or not the gas line
system has been installed correctly.  Refer to a qualified
plumber or the gas company for more information
and/or further evaluation. This is fully outside our scope.
It is also not part of this inspection to determine the
amount of gas flow that comes out of the log lighter.

GAS VALVE:
SERVICEABLE.

NOTE: The gas valve was operated to determine
whether or not gas exits the gas line. It was turned on
and then off.

LOG GRATE:
NEEDS ATTENTION. The log grate is not attached
to the clips.  

NOTE. The clips are intended to maintain the proper
positioning of the great within the Firebox. The log
grate should be in the rear-most position.

SCREEN:
SERVICEABLE.

NOTE: The factory made screen is present and functional.
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HEARTH EXTENSION:
PRESENT.

NOTE: It is beyond this inspection to determine the
type of construction that supports the hearth extension
finish material nor to determine if the heat rating for the
current materials is sufficient.

It cannot be determined during a non-intrusive
inspection whether or not the required spark strip has
been installed below the firebox.



Inspection limitations
Chimney Check Professionals | 3101 Fryman Rd | October 14, 2026

Exact excerpt from original page 19. Contract/payment and dispute terms omitted from
this public report copy.

CONCEALED AREAS: There are areas of a house or system that cannot be accessed,
such as areas between walls, within cavities (such as chase areas) and etc. A
fireplace/chimney system has many inaccessible areas as well, such as cavities and
spaces between walls. Our inspection and liability are limited to areas we are able to
reasonably inspect during a limited time inspection.

HIDDEN AREAS: We can only inform you of the observable condition of the installation
at the time of inspection. Areas not accessed are specifically excluded from this
inspection. It is advised that access be obtained and that these areas be inspected
before the system is used. Portions of the installation that are concealed within walls
are specifically excluded from this inspection.

GOAL: Our goal is to identify observable material defects, areas of improper installation,
wear, deterioration and damage that could affect the safety of the fireplace system/s.
Fire and structural safety standards are high to help ensure safety in all cases. Our
findings and recommendations are based on city and manufacturers standards.

THIS IS NOT A WARRANTY: This report is based on the observable condition of the
system/s at the time of inspection. The term "Serviceable" is not a statement of how
long a component will remain in that condition and is NOT a guarantee of code
compliance.
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DEFINITIONS OF TERMS:

SERVICEABLE:
SERVICEABLE: It is the inspectors opinion that this item was found in a condition with no
observable defects or limitations that would affect its operation adversely.

PRESENT:
PRESENT: The component or item indicated is "present" and in most cases determining its condition
during a limited time inspection is not possible. The item is not tested or is not fully tested for correct
operation or adequacy, (such as sophisticated remotes, fan systems, gas valves, etc). No
Representation as to its ability to fully perform is given. In some cases, the client will be directed to
the appropriate specialist or source for further information as desired or required.

NEEDS ATTENTION:
NEEDS ATTENTION: It is the inspectors opinion that this item should be brought to the clients
attention and may be in need of repairs or maintenance and/or further investigation and may not be
performing to its original standards, thereby being a potential risk of failure in the future (and added
expense).  The client should take appropriate action (as applicable) with the correct professional
during the inspection period and prior to the close of escrow.  During the repair process and/or further
evaluation, additional problems may be found to be in need of repairs at additional costs.

FIRE SAFETY RISK:
FIRE SAFETY RISK: It is the inspectors opinion that this is item is either not meeting its original
standards for fire safety, has been modified from its original and approved configuration or has been
discovered to be a risk after original and "approved" installation. Due to this condition the fireplace
system should not be operated until corrections have been performed by qualified professional/s.  The
client should take appropriate action with the correct professional during the inspection period and
prior to the close of escrow.  During the repair process and/or further evaluation, additional problems
may be found to be in need of repairs at additional costs.

NOT ACCEPTABLE:
NOT ACCEPTABLE: It is the inspectors opinion that this item is either not capable of performing
the job for which it was intended and/or is a significant threat to health and safety. This item is
considered to be clearly outside the realm of acceptability by the inspector. The client should take
appropriate action with the correct professional during the inspection period and prior to the close of
escrow.  During the repair process and/or further evaluation, additional problems may be found to be
in need of repairs at additional costs.

STRUCTURAL SAFETY RISK:
STRUCTURAL SAFETY RISK: It is the inspectors opinion that this is a structural concern and that
the condition should be appropriately corrected by a qualified specialist (sometimes further evaluation
by a structural engineer is recommended). The client should take appropriate action with the correct
professional during the inspection period and prior to the close of escrow.  During the repair process
and/or further evaluation, additional problems may be found to be in need of repairs at additional
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costs.

SECURITY ALERT:
SECURITY ALERT: It is the inspectors opinion that this is a potential security issue. The inspector
has made the client aware of this situation and it is then the clients responsibility to take appropriate
action concerning the situation with the appropriate professional (and if applicable) during the
inspection contingency period and prior to the close of escrow.

INFORMATIONAL NOTE;
INFORMATIONAL NOTE: This is information that the inspector feels is of value to the client and
may or may not be within the inspectors realm or scope. This can also be a disclaimer to make the
client aware of the inspectors limitations so that the client may further evaluate the item or consult
with the appropriate specialist as needed.

ACCESSIBLE:
BASIC TERMS:
Accessible is defined as portions of the installation or components that are observable without
dismantling of components or damage to the installation or surrounding areas (such as roof tiles). 
Accessible is also defined as portions of the installation that are observable with the use of reasonable
access or without unnecessary risk to the inspector, such as high roofs or very steep roofs.

NOT ACCESSIBLE:
An area which is not accessible is an area which would require damage to the installation or
surrounding areas, an area which is unsafe to access (such as a steep roof or crawl space) or an area
which would require significant dismantling or unreasonable effort on the inspectors part to access.

CONCEALED AREAS:
Concealed areas are defined as any area which is beyond the inspectors "reach" without removal (or
damage to) of a major component of the house, such as the inside of a wall, below roofing materials,
within chase areas, crawl spaces or covered by finish materials.

LIMITED INSPECTION:
A general visual inspection is an inspection that does not utilize the use of sophisticated equipment,
such as a video camera.  This is also a very limited inspection which does not include the removal of
chase covers or termination caps and may not include access to attics and crawl spaces.  This
inspection does not include the moving of personal or stored items for the inspection and may not
include the use of a ladder.

DETAILED VISUAL AND/OR VIDEO CAMERA INSPECTION:
A detailed inspection will typically include roof access if determined to be reasonably safe and the
potential for damaging roof tiles does not seem apparent.  Access to chase areas are attempted, if
destructive testing is not needed and providing significant dismantling of components is not necessary.
Attic and crawl space access will be attempted if the inspector determines additional information could
be discovered and if these areas are reasonably accessible. The termination cap will be removed if
possible without damage to the component and providing access is available. The use of video
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equipment (for the inside of the flue) will likely be used but is not always possible. Concealed areas are
excluded from this inspection.

FIREPLACE DEFINITIONS:
Anchors: Anchors are straps of steel that are secured into the bond beam and are tied back to the
floor joists, roof rafters or wall members. The anchors tie the chimney to the house, which may
provide support in the event of wind or earthquake (*1).

Ash Dump: The trap door on the floor of the inner hearth that leads to the ash pit (*1).

Ash Pit: The ash pit is the space into which the ashes are dumped.  It is a non-combustible storage
compartment behind or below the firebox, which helps keep the fireplace clean without having to carry
ashes through the house (*1).

Bond Beam: A bond beam is a member poured in the masonry at the support level of the chimney. 
The support level is usually at the floor and at the ceiling or roof line.  It may also be above the roof
line if the chimney is tall enough to require a supplementary support (*1).  A bond beam is a term also
used for the connection or transition where a metal flue system meets the masonry portion of the
structure (it can act as a connection unit).

Chimney: A shaft built to carry off smoke and products of combustion that extends from the top of
the throat of the fireplace to the top or cap of the chimney (*1).

Chimney Breast: The area above the lintel or opening and in front of the throat, also called the
fireplace face (*1).

Chimney Cap: Chimneys should always be designed with a sloping cap to prevent water from
running down next to the flue lining and into the fireplace.  The chimney cap also prohibits water from
standing at the top and creating frost or moisture problems.  The chimney cap prevents the brick and
masonry of the chimney from becoming soaked from the top down.  The chimney flue liners should
project approximately two inches (51 mm) to four inches (102 mm) above the highest point of the
chimney cap (*1).

Chimney Flue: Smoke and combustion gases from the fire pass up the chimney inside the flue.  Each
fireplace should have an independent flue, entirely free from other openings or connections.  A flue
may be lined or unlined.  An unlined chimney flue should be larger than a lined chimney flue.  The size
of the flue and height of the chimney above the roof are important to create the proper draft through
the fireplace and to insure adequate burning of fuel and passage of smoke.  It is important to obtain a
positive and uniform draft over the full width of the fireplace. The flue lining should be supported on
at least three sides by a ledge of projecting mortar, brick or masonry, finishing flush with the inside of
the lining.  Supporting masonry should not project past the inside of the lining (*1).

Chimney Hood: A chimney hood is an extension or baffle on the top of the chimney or flue lining
that diverts wind currents away from the chimney opening, prevents downdrafts and improves the
draft of the chimney  (*1).

Chimney Flue Lining: Chimney flue linings are fire clay, terra cotta, concrete pumice or other
approved material made to be installed inside a chimney.  Liners begin at the top of a smoke chamber. 
Clay flue linings must conform to ASTM C-315.  When chimney design requires the flues to angle, the
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flues should not slope more than 30 degrees from vertical (*1).

Chimney Top or Chimney Pot: A chimney top is a clay or concrete extension to the flue that adds
height and provides a decorative top to the chimney (*1).

Damper: Dampers are required on all chimneys and should be placed at the forward part of the
masonry fireplace, immediately in the back of the breast wall of the fireplace and in the throat of the
firebox.  They should be properly sized and extend the full width of the throat to regulate the draft and
air passing from the firebox into the smoke chamber.  The damper also reduces loss of heat up the
chimney and can be closed when the fireplace is not in use.  The damper can also be used to regulate
the rate of burning in the firebox (*1).

Exhaust Fan: An exhaust fan is a mechanical fan that increases the draft through the flue and
prevents smoking and backdrafts (*1).

Fire Brick: Fire brick is a hard-fired refractory brick that may line a firebox and is able to resist the
heat of a fire.  A fireplace lined with fire brick will help reduce the maintenance of the firebox (*1).

Firebox, Combustion Chamber or Firepot: The chamber or area where the fire is built, is the
firebox.  It generally is built with fire brick laid with thin joints.  The side walls are slanted slightly to
radiate heat into the room.  The rear wall is sloped or curved to provide an upward draft action into
the throat above the firebox, so combustion gases may exit up the chimney (*1).

Fireplace Opening: The fireplace opening is the area between the sides, the bottom and the lintel
area.  It is the opening into the firebox in which the fire is built.  The area of the fireplace opening
governs the flue size(*1).

Flashing: Flashing is sheet metal between the chimney and the roof, ideally embedded into the
chimney and under the roofing material to prevent rain from leaking between the roof and the chimney
(*1).

Footing: The footing should consist of concrete at least twelve inches (305 mm) thick and should
extend at least six inches (152 mm) beyond the foundation walls on all sides (*1).  Foundation: The
foundation of a chimney is usually made of masonry or poured concrete designed to support the
weight of the chimney, resist frost action on the structure or any additional load imposed and to
prevent the settling or tipping of the chimney.  The foundation generally is unreinforced, with only the
chimney reinforcing bars extending from it when required.  Most codes require the foundation to be at
least eight inches (203 mm) (*1).

Gas Log: A gas log is a self-contained, free standing, open-flame, gas-burning appliance consisting of
a metal frame or base supporting simulated logs and designed for installation only in a vented place
(*1).

Hearth: The hearth is the floor of the fireplace.  There is both an inner hearth and an outer hearth. 
The inner hearth may be made of fire-resistant brick that holds the burning logs; the outer hearth may
be of brick, tile or other noncombustible building products.  It is supported on concrete or may be part
of the concrete slab (*1).

Hearth (2): "The hearth is the floor of the firebox and the area in front of it.  It protects the wood
floor or carpet of the room from sparks and ashes" (*1, pg 37).
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Lintel: The lintel is the member above the fireplace opening that supports the decorative face or
breast plate of the fireplace. The lintel may be steel angle or may be reinforced masonry.  In some
designs it may be incorporated into the damper assembly (*1).

Mantel Shelf: A mantel shelf is above the fireplace opening  and is a flat surface that serves as a
decorative device to hold ornaments.  The mantel may be made of wood, masonry, marble or other
material (*1).

Outside Air Inlet: This is an energy conservation feature and is sometimes required for fireplaces
located on an exterior wall.  It is intended to reduce the amount of preheated room air used for
combustion (*1).

Smoke Chamber: The smoke chamber acts as a funnel to compress the smoke and gases from the
fire so that they will squeeze into the chimney flue above. The smoke chamber is important for good
draft action.  It should be symmetrical in shape so that the draft pulls evenly on the fire in the firebox. 
A symmetrical smoke chamber prevents a fire from burning on one side or the other of the firebox,
causing eccentric flame action.  The smoke chamber should be centered with the flue directly above 
the fireplace and its walls should b e sloped at the same angle to  provide even draft from the firebox
to the chimney.  A smoke chamber also has a smoke shelf to catch soot and thus provides a cleaner
fireplace (*1).

Smoke Guard:  A common term used for a flat metal strip installed at the upper edge (and usually
flush with the outside surface) of the firebox opening for the purpose of preventing smoke entry into
the living space through the firebox opening.  It actually makes the firebox opening smaller which
helps the flue system draft more appropriately.

Smoke Shelf: A smoke shelf is located at the bottom of the smoke chamber behind the damper and
can collect soot and also gather any rain water that runs down the chimney.  A smoke shelf improves
draft conditions in a chimney and help eliminate downdrafts (*1).

Spark Arrester: The spark arrester is a screen at the top of the flue that prevents sparks or other
combustible material from blowing out the chimney and igniting brush, wooded areas and even roof
tops.  Spark arresters are recommended for all fireplaces and are required in brush, forest and national
park areas and in many jurisdictions. The spark arrester is of corrosion resistant wire mesh with
openings no larger than 1/2 inch square (162 mm) (*1).

Throat: The throat is a slot-like opening directly above the firebox through which flames, smoke and
combustion gases pass into the smoke chamber.  It is usually fitted with a damper (*1).


